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TITLE 87
LEGISLATIVE RULE
FIRE COMMISSION

SERIES 1
FIRE CODE

§87-1-1.  General.

1.1 Scope. -- This rule establishes the State Fire Code for the safeguarding of life and property
from the hazards of fire and explosion.

1.2.  Authority. -- This legislative rule is issued under authority of W. Va. Code § 20-3-5 15A-11-
3.

1.3.  Filing Date. -- May5:-2020.
1.4.  Effective Date. -- Ausustd2020-

1.5 Sunset Provision. -- This rule shall terminate and have no further force or effect upon the
expiration of five vears from its effective date.

1.6. Exemption. -- This State Fire Code has no application to personal care homes caring for three
or less patients or buildings used wholly as dwelling houses for no more than two families and has no
application to buildings or farm structurcs aﬂel—s%metufes used prlmarllv for agrlcultural purposes #-the
mcluding agritourism purposes sdustry—as—detied—in 5 eerd d e
Department—of Aoriculture. Pr0v1ded howevcr that farm structurcs (l) uscd for group slccpmg
accommodations for farm workers or (2) used for educational, health care, assembly or
detention/correctional occupancy are not exempt from the requirements of this State Fire Code.

1.7.  Incorporation of Other Documents. -- This State Fire Code does not include a reprinting of all
the requirements imposed by statute or by the incorporation of various National Standards and Codes cited
in section 2 of this rule. For ascertamning these additional standards and requirements 1t is necessary to
make reference to these other documents. A copy of the relevant standards are listed throughout this Rule,
and in Appendices A and B. attached to this Rule. The relevant standards may be viewed, at no cost. on
the National Fire Protection Association website at the time of the adoption of this rule.

§87-1-2. National Standards and Codes.

2.1.  The standards and requirements as set out and established by NFPA 1 of the 2048 2021 edition
of "The National Fire Codes" published by the National Fire Protection Association (“NFPA™) and has the
same force and effect as if set out verbatim in this rule and is hereby adopted and promulgated by the State
Fire Commission as a part of the State Fire Code with the following exceptions or additions:

2.1.a. NFPA 101 2048 2021 edition is adopted in full, as opposed to the limited capacity as set
forth in NFPA 1, with the following additions:

2.1.a.1. NFPA 101 section 11.8 is adopted in full with the following additions:
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2.1.a.1.A.  Any new building or structure more than forty (40) feet in height, measured
from the lowest level of fire department vehicle access to the floor of the highest normally occupied space
used for human occupancy of the structure, is subject to this paragraph for high rise buildings. This rule
shall not nullify or interfere with existing city high rise ordinances or local laws previously adopted prior
to September 8, 1975 relative to high rise buildings. Industrial occupancies not occupied as business offices
are exempted from the provisions of this paragraph.

2.1.a.1.B. Addition of Floors to Existing Buildings. -- Whenever floors are added to an
existing building, which previously was not a lngh rise, causing the building to become a high nise, the
building shall qualify as a new building for purposes of this rule.

2.1.a.1.C.  Automatic Fire Extinguishing Systems & Standpipe Systems. -- Any building
or structure as defined in subparagraphs 2.1.a.1.A or 2.1.a.1.B.of this rule and used for human occupancy
shall have an approved automatic fire extinguishing system throughout the entire building and standpipe
systems installed in accordance with The National Fire Codes, adopted under section 2 of this rule. Class 1
Manual Standpipe Systems may be used up to 75 feet as adopted by NFPA 14, Standard for Standpipe
Systems.

2.1.a.1.D. Fire Alarm System. -- The fire alarm system of a high-rise building shall
conform to the Standards imposed by this rule.

2.1.a.1.E. Fire Department Voice Communication System. -- A High rise building or
structure used for human occupancy that i1s seventy-five (75) feet in height or greater as measured in
accordance with subparagraph 2.1.a.1.A. of this Section shall have an approved ¢lectrically supervised fire
department voice communication system. The Fire Department Voice Communication System shall be
located at cach floor level of stair enclosures, elevator lobbies, the penthouse and in any elevator designated
for fire department use. This system shall be a telephone jack system unless specifically approved otherwise
by the designated fire authority having jurisdiction.

2.1.a.1.F. High Rise Central Control Station. -- In every high rise building as defined
in subparagraphs 2.1.a.1.A. and 2.1.a.1.B. of this section, a central control station for fire department
operations shall be provided in a location approved by the State Fire Marshal or the designated local fire
authority. The Central Control Station shall contain: (1) the fire department voice communication system
panel when required, (2) fire detection and alarm system panels, (3) status indicators for the heating,
ventilation and air conditioning (HV AC), smoke control system, fire pumps and emergency generator and
a (4) telephone approved by designated fire authority having jurisdiction. Emergency lighting shall be
provided at the Central Control Station.

2.1.a.1.G. Emergency Power. -- A permanently installed emergency power generation
system conforming to The National Fire Codes adopted by section 2 of this rule shall be provided in every
high rise building 75 feet in height or greater, as measured in accordance with subparagraph 2.1.a.1.A. of
this section. All power, lighting, signal, and communication facilities, required by this rule or otherwise,
shall be transferable automatically to the emergency power system. The emergency power system shall be
of sufficient capacity to provide service for, but not limited to, the following:

2.1.a.1.G.1. the Fire Alarm System;
2.1.a.1.G.2. Exit & Other Emergency Lighting;

2.1.a.1.G.3. Fire Protection Equipment;
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2.1.a.1.G.4. the Smoke Management System;
2.1.a.1.G.5. the Fire Department Elevator;
2.1.a.1.G.6. the Fire Department Voice Communication System; and
2.1.a.1.G.7. the Fire Pumps.
2.1.a.1.H. Smoke Management. -- In all high rise buildings as defined m subparagraphs
2.1.a.1.A. and 2.1.a.1.B. of this section, a smoke management system designed in accordance with NFPA
92 Smoke-Control Systems, shall be provided and acceptable to the State Fire Marshal.
2.1.a.1.1.  Floor Designation. -- All stairway doors, both on the stairway and entrance
side, shall indicate the floors by number. The floor number shall be in at least 6" block lefters in a

contrasting color

2.1.b. Except as otherwise provided in this rule, the standards set forth in section 2.2 of NFPA 1
are modified as follows:

2.1b.1. NFPA 5000 is excluded in its entirety;
2.1b.2. NFPA 472 is excluded in its entirety;,
2.1.b.3. NFPA 120 1s excluded i its entirety;
2.1.b.4. NFPA 101A is excluded in its entirety.

2.1.c. Except as otherwise provided i this rule, the following NFPA standards are incorporated
as 1f set forth fully in this subdivision:

2.1.c.l. NFPA 12 (2018 edition) is included in its entirety.
2.1.c.2. NFPA 12A (2018 edition) is included in its entirety.
2.1.¢.3. NFPA 16 (2018 edition) is included in its entirety.
2.1.c.4. NFPA 34 (2018 edition) is included in its entirety.
2.1.c.5. NFPA 45 (2018 edition) is included in its entirety.
2.1.c.0. NFPA 85 (2018 edition) is included in its entirety.
2.1.¢7. NFPA 91 (2018 edition) 1s included in its entirety.
2.1.c.8. NFPA 92 (2018 edition) is included in its entirety.
2.1.c.9 NFPA 102 (2018 edition) 1s ncluded n its entirety.
2.1.c.10.  NFPA 170 (2018 edition) is included in its entirety.
2.1.c.11. NFPA 204 (2018 edition) 1s included in its entirety.

3
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2.1.c.12.  NFPA 253 (2018 edition) is included in its entirety.

2.1.c.13.  NFPA 265 (2018 edition) 1s included in its entirety.

2.1.c.14.  NFPA 286 (2018 edition) 1s included in its entirety.

2.1.c.15. NFPA 326 (2018 edition) is included in its entirety.

2.1.c.16. NFPA 410 (2018 edition) 1s included m its entirety.

2.1.c.17.  NFPA 701 (2018 edition) is included in its entirety.

2.1.c.18. NFPA 914 (2018 edition) is included in its entirety.

2.1.c.19.  NFPA 1123 (2018 edition) is included in its entirety.

2.1..20.  NFPA 1124 (2006 edition) 1s included n its entirety.

2.1.e.21.  NFPA 1141 (2017 edition) is included in its entirety.

2.1.c.22.  NFPA 2001 (2018 edition) is included in its entirety.

2.1.c.23.  NFPA 2010 (2018 edition) is included in its entirety.

2.1.c.24.  SUPPLEMENT VOLUME 1: Tentative Interim Amendment to NFPA 70,

Revise Article 517.41(E) to read as follows: (E) Receptacle Identification. The cover plates for the

clectrical receptacles or the electrical receptacles themselves supplied from the essential electrical
system shall have a distinctive color or marking so as to be readily identifiable. [99:6.5.2.2.4.2]

2.2, For purposes of this rule, the following shall be in addition to;-and-everrideand-takeprecedent
ever any standard set forth in NFPA 1, or NFPA 101.

2.2.a. Sprinkler Protection and Area Limitations.

2.2.a.1 Approved automatic sprinkler systems in accordance with the applicable NFPA
Standard for Sprinkler Systems will be installed in all new buildings used for any occupancy, exceeding
the area limitations noted in the chart at the end of this subsection. Sprinkler protection for occupancies
covered by section 2 of this rule are required to provide sprinkler protection regardless of area limitations.
See Table 2.2.a. below.

2.2.a.2 All residential occupancies, except one- and two-family dwellings, shall prominently
display signage stating whether the building contained an approved automatic sprinkler and whether the
windows are capable of being opened or broken in an emergency.
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TABLE 2.2.a.
SPRINKLER PROTECTION & AREA LIMITATION**
BUILDING HEIGHT
Type of 1 2 Morethan 2 More than More than
Construction Story Story Stories and 40 feet 75 feet
Up to 40 ft.
Typel
443
Fire Resistive 50,000 45,000 15,000 Sec. 2.1-High Rise Sec. 2.1-High Rise
332
Fire Resistive 40,000 30,000 10,000 Sec. 2.1-High Rise Sec. 2.1-High Rise
Type Il
222
Protected Non-Com. 35,000 25,000 10,000 Sec. 2.1-High Rise Sec. 2.1.-High Rise
111
Protected Limited 30,000 20,000 8,000 Sec. 2.1-High Rise Sec. 2.1-High Rise
Combustible
000
Unprotected Limited 12,000 8.000 Sprinklered Not Permitted Not Permitted
Unprotected Non-Com.
Type IIT
211
Protected Ordinary 10,000 6,000 Sprinklered Not Permitted Not Permitted
200
Non-Protected 8,000 4,000 Sprinklered Not Permitted Not Permitted
Ordinary
Type IV
2HH
Heavy Timber 9,000 6,000 Sprinklered Not Permitted Not Permitted
Type V
111
Protected Wood 8,000 4,000 Sprinklered Not Permitted Not Permitted
Frame
000
Non-Protected 6,000 3,000 Not Permitted Not Permitted Not Permitted
Wood Frame

*#Notes to Table 2.2.a:
(1) The word "area" means that area enclosed by exterior or foundation walls, fire walls, or a combination of exterior or foundatien walls. A fire wall
shall be constructed in accordance with NFPA 221, Standard for Fire Walls and Fire Barrier Walls, with a minimum of a 2 hour fire rating. Buildings
shall only be separated by one {1) two hour fire wall and areas shall be divided as equally as possible
(2) The phrase "not permitted" means that buildings of these heights are not permitted for the type of construction mdicated
(3) The phrase "Section 2 1-High Rise" means that the building shall also comply with Section 2.1 of this Rule
(4) Types of buillding construction indicated in the chart are lecated in NFPA 220 and 221, Standard on Types of Building Coenstruction

(5) Exception: Automatic sprinklers shall not be required in open parking structures as defined in NFPA 88A of Type I or Type II construction that are



87CSR1

less than 40 feet in height as measured per subparagraph 2.1.a.1 A. of this Rule
2.2.b. Sprinkler Protection (Certain Occupancies).

2.2.b.1. Allnursing, convalescent, old age, custodial care, long term or extended care homes or institutions,
and correctional or detention facilities, existing and new, regardless of the type of construction, shall have a complete
automatic sprinkler protection in accordance with NIPA Standard 13 contammed within the National I'ire Codes and
incorporated by reference in Subsection 2.1 of this rule.

2.2.b.1.A In Lodging and Rooming occupancics, a sprinkler system shall not be required where there

1s directing outside exiting from cach sleeping room and an approved electrically supervised fire alarm system is
mstalled.

2.2.b.2. Homes or mstitutions caring for more than three patients shall meet the requirements of this
section.

2.2.c. Carpet Used as Floor Covering.
2.2.c.1. Flammability Requirements for Carpet Used As Floor Covering.
22.c.l.A In institutional, health care, educational and penal occupancies, carpet shall meet a
minimum value of 0.45 watts per square centimeter in all corridors and exits. Carpet in all other areas shall meet a

minimum value of 0.22 watts per square centimeter.

2.2.c.1.B.  Flammability requirements for carpet used as floor covering i all other occupancies shall
meet a minimum value of 0.22 watts per square centimeter in all corridors and exits.

2.2.¢.1.C.  Any pad used under the carpet shall meet the minimum class of the carpet installed.

2.2.c.1.D.  The values shall be determined by NFPA 253, Critical Radiant Flux of Floor Covering
Systems.

2.2.¢.2. Smoke Generation Properties of Carpet Used as Floor Covering,

22.¢.2.A. In all occupancies smoke generation shall not exceed a maximum value of Dm=450
(flaming mode).

2.2.¢.2.B. 'The value shall be determined by ASTM E-662, Specific Optical Density of Smoke
Generation by Solid Materials.

2.2.¢.2.C.  All test data for determining the flammability and smoke properties of carpets shall be
conducted by a nationally recognized laboratory as certified by the National Voluntary Laboratory Accreditation
Program.

22.¢2.D. Where an approved, automatic sprinkler system is installed and all floors are non-
combustible, Class 1l carpet is permitted in any location where Class I carpet is required. Where an approved automatic
sprinkler system is installed and all floors are noncombustible and Class II carpet is permitted, no rating is required.

2.2.d. Fire Alarm System.

2.2.d.1. General Requirements for All Occupancies.



87CSR1

2.2.d.1.A. 'The following requirements apply in addition to NFPA 101, Life Safety Code, Chapter 9,
Section 9.6 as adopted by this Rule:

22.d.1.A1. All fire alarm systems, including all components, shall be electrically
supervised. Components include pull stations, automatic detection, audio visual devices, flow switches,
tamper switches and the main panel.

2.2.d.1.A.2. Allfire alarm systems shall be tied in ahead of the main power disconnect,
unless a secondary power source 1s provided.

2.2.d.1.A.3. All sprinkler systems OS & Y, P.1.V. and other Control Valves shall be
electrically supervised and tied into the trouble/supervisory side of the fire alarm control panel.

22.d.1.A.4. All sprinkler systems shall be tied in so water flow will activate the
general fire alarm audio visual device.

2.2.d.1.A.5. Flow and/or pressure switches shall be annunciated separately on the main
fire alarm control panel.

2.2.d.2. All health care, assisted living facilities licensed by the health department, and
detention and correctional occupancies shall be tied into a fire department or a communication center with
24-hour supervision which s responsible for receiving emergency calls. Existing assisted living facilities
licensed by the health department shall be in compliance with this requirement by July 1, 2016.

2.2.d.3. Heating, Ventilation, Air Conditioning Systems (HV AC).

2.2.d.3.A.  All heating, ventilation, and air conditioning systems greater than 2000 CFM
and less than 15,000 CFM shall have a duct type smoke detector in the retum air duct or plenum for
automatic shut down, to close main fan dampers and to sound a general fire alarm when activated.

2.2.d.3.B. All heating, ventilation, air conditioning systems greater than 15,000 CFM
shall have duct type smoke detectors installed in both supply and return air ducts to automatically shut
down, close main fan dampers and to sound a general fire alarm when activated.

2.2.d.3.C. In health care, detention and correctional occupancies and high rise buildings
duct detectors shall be zoned to indicate the specific air handling unit at the main fire alarm panel.

2.2.d.3.D. An HVACunit which uses 100% of outside air does not require duct detectors,
and shall shut down upon fire alarm activation.

22.d.3.E. HVAC Systems used as part of the smoke management systems are exempt
from the requirements of this paragraph.

2.2.d.4. Audible alarm indicating devices shall be of such character and distributed so as to be
cffectively heard above the ambient noise level obtained under normal conditions of occupancy. Audible
alarm indicating devices shall produce signals that are distinctive from audible signals used for other
purposes i the same bulding.

2.2.d.5. Visual signal devices shall be provided in all new fire alarm systems.
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2.2.d.6. Pre-recorded or live voice evacuation instructions to occupants are permitted. Pre-
recorded instructions shall be preceded by not less than 5 seconds or more than 10 seconds of a continuous
alerting signal. Upon completion or failure of pre-recorded instructions, the fire alarm evacuation signal
shall sound. Pre-recorded instructions shall be repeated two or more times. Live voice instructions shall
be permitted to interrupt the pre-recorded message or the fire alarm evacuation signal. Audible and visual
fire alarm devices shall be used only for fire alarm system.

2.2.d.7. Manual pull stations shall be located no greater than 200 fect from each other and at
all exats. Manual pull stations shall be of the same general operational type.

2.2.d.8. Thermal detectors are required in the following areas in all occupancies requiring a
fire alarm system and as listed or identified in NFPA 101, The Life Safety Code. Thermal detectors are not
required m areas provided with sprinkler protection or dwelling units of apartments.

AREAS TYPE OF DETECTORS
(a) Attic & Cockloft Spaces Fixed Temperature
(b) Storage Rooms Rate of Rise
{c) Fumace or boiler rooms Fixed Temperature
(d) Janitor Closets Rate of Rise
(e) Kitchens Fixed Temperature

(f) Laboratories, Home Economics, Woodworking Shops, Rate of Rise
Auto Shops, Utility Rooms, & Locker Rooms

2.2.d.9. Smoke detectors are required in the following areas in all occupancies requiring fire
alarm systems:
2.2.d.9.A. Rooms and/or areas dedicated for the location of electrical distribution panels
or transformers;

2.2.d.9B. Stages or Platforms; and
2.2.d.9.C.  On each side of required smoke partition doors.
2.2.d.10. Smoke detectors shall be placed a maximum of 15 feet from ends of corridors or walls
and 30 feet on center including all toilet rooms over one occupant and in any other rooms that are a part of
the means of egress without doors and open to the corridors, where required by the occupancy. Exceeding
the spacing requirements will require submission of technical data for approval by the Fire Marshal.

Exception: Smoke beam detectors shall be permitted in accordance with manufacturers specifications.

2.2.d.11. A building or structure being used for more than one occupancy shall comply with
the fire alarm system requirements of the most stringent occupancy for that building or structure.

2.2.d.12. Tood suppression systems shall be connected to the Fire Alarm System and
separately zoned.

2.2.d.12.A Upon activation of the automatic extinguishing system an audible/visual device

8
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shall be placed in the public area(s) of the building when no fire alarm system is required.
2.2.d.13. A pre-signal fire alarm system is not permitted.

2.2.d.14. Detection for Elevators shall comply with NFPA 72, ANSI, ASME, and West
Virginia Department of Labor requirements.

2.2.d.15. All Hotels that are 2 or more storics high, Motels that are 2 or more stories high, shall
be tied into a fire department or a communication center with 24-hour supervision which 1s responsible for
recelving emergency calls.

2.2.d.15.A. Exception: Hotels and motels with direct to outside exits from all guests’
rooms.

2.2.d.16.  Carbon monoxide detectors shall be permitted to be connected to an approved fire
alarm system. Activation of the carbon monoxide detector shall signal a supervisory alarm on the fire alarm
control panel.

2.2.¢. Inspection Tags

2.2.e.1. An mnspection tag shall be attached to each fire protection system near the main control
valve, main panel, or other such appropriate and visible location as determined by the authority having
jurisdiction {(*“"AHJI”). The inspection tag shall contain the following information:

2.2.¢.2. The individual performing the work;
2.2.¢.3. The date of the test;
2.2.e.4. Results of the inspection and test.
2.2f  Requirements for Educational and Day Care Occupancies.

2.2.£1. Afire alarm system is required in every educational and day care occupancy, and shall
meet the requirements and standards of this rule. However, classroom buildings of less than 3,000 sq. ft.
gross floor area with direct exiting to the outside from each classroom are not required to have a fire alarm
system.

2.2.£2. Open plan classroom concepts require a complete smoke detection system throughout

the facility.

2.2.£3. Day care centers located in buildings other than educational facilities shall have smoke
detectors installed on the ceilings of each story in front of the doors to the stairways and at no greater than
50 feet spacing in the corridors of all floors occupied by the center and 25 feet at the end of the corridors.
Detectors shall also be installed in lounges and sleeping rooms in the center.

2.2.£4. Group day care centers require hardwired smoke detectors in sleeping rooms and
corridors. Audio visual warmning devices are required if heaning impaired individuals are in the facility. In
mixed occupancies when exiting requires the use of a common corridor, an electrically supervised fire
alarm system shall be installed.

2.2.£5. An annunciator panel or fire alarm control panel shall be readily accessible to local fire

9
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department personnel.

2.2.£6. Rate of rise thermal detectors are required in all rest rooms in new buildings except in

fully sprinklered buildings.

2.2.£7. Smoke detectors shall be mstalled in all corridors, except in a single-story building
with direct exiting to the exterior by the means of a door from every normally student occupied room.

2.2.£.8. Classroom door locking to prevent unwanted entry- NFPA 101 section 15.2.2.2.4 shall
be amended to read as follows:

(1) the locking mechanism shall be capable of being engaged without opening the door.

(2) Theunlocking and unlatching from the classroom side of the door can be accomplished
without the use of a key, tool, or special knowledge or effort.

(3) Locks, if remotely engaged, shall be unlockable from the classroom side of the door
without the use of a key, tool, or special knowledge or effort.

(4) the locking means shall not modify the door closer, panic hardware, or fire exit
hardware, provided that any device purchased and approved by the Fire Marshal prior
to July 1, 2020, is exempt from this subdivision.

(5) Two non-simultaneous releasing operations shall be permitted.

(6) The temporary door locking device can be opened by school staff, school
administrators, and first responders from the ingress side of the door, provided that any
device purchased and approved by the Fire Marshal, prior to July 1, 2020 15 exempt
from this subdivision if the school has notified the first responders that it 1s exempt
from this subdivision.

(7) Modifications to fire door assemblies, including door hardware shall be i accordance

with NFPA 80.

(8) Staff shall be drilled in the engagement and release of the locking means, from within
and outside the room, as part of the emergency egress drills required by 14.7.2.

(9) Any locking mechanism purchased, installed or utilized pursuant to this section shall
be approved by the State Fire Marshal in accordance to policies promulgated by him.

(10) In addition, a temporary door locking device shall only be used under the following
conditions:
a. Proof is provided by the administrative authority of a school
building that a school safety plan has been adopted and filed; and

b.  The temporary door locking device shall only be used 1n an
emergency and during active shooter drills; and

c.  During any type of training event, the temporary door locking
device i1s engaged only bya staff member of the school building; and

10
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d. The temporary door locking device shall only be engaged for a
finite period of time as determined by the administrative authority of a school
building in accordance with the approved and adopted school safety plan or during
an actual active shooter event until first responders instruct them to disengage the
said device,

e. Proof1s provided by the administrative authority of a school
building that all appropriate fire responder agencies having jurisdiction for the school building
have been notified prior to the use of the temporary door locking device; and

f. In-service training on the use of the temporary door locking
device 1s provided for school staftf members and local first responders; records verifying this
training shall be maintained on file and provided to the State Fire Marshal’s Office upon
request.

2.2.g. Requirements for Assembly Occupancy.
2.2.2.1. A fire alarm system is required in every place of assembly where:
2.2.¢.1.A. Occupancy is subject to 300 or more occupants;

2.2.2.1.B. Occupancy is subject to 100 or more occupants above or below the level of
exit discharge;

2.2.2.1.C. The building is two (2) or more stories in height above the level of exit
discharge, or two (2) or more stories below the level of exit discharge; or

2.2.2.1.D. Theaters with more than one audience-viewing room.

2.2.2.2. Annunciator panels and/or fire alarm control panels shall be readily accessible to fire
department personnel.

2.2.2.3. Theaters and auditoriums shall provide audio wvisual devices. House lights n
auditoriums and theaters shall be activated by the fire alarm system.

2.2.h. Requirements for Health Care and Ambulatory Care Occupancies.

2.2.h.1 A fire alarm system is required in every Health Care and Ambulatory Care occupancy,
and the system shall meet the requirements and standards of this rule.

2.2.h.2. An approved automatic smoke detection system shall be installed in all corridors.
2.2.h.3. Manual pull stations shall be installed every 50 feet throughout the facility in patient
sleeping room areas starting at the end of all corridors. All other manual pull stations shall be placed in

accordance with the general requirements of this rule.

2.2.h.4. Fire alarm systems shall have annunciator panels located at all 24 hour nurse's stations,
the telephone switchboard, and at the main location of the fire department's entry.

11
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2.2.1. Requirements for Detention and Correctional Occupancies.

2.2.1.1. Afire alarm system is required in every detention and correctional occupancy and the
system shall meet the requirements and standards as provided in this subsection.

2.2.1.2. The annunciator panel or fire alarm control panel shall be readily accessible to fire
department personnel and shall also be provided in the detention or correctional facility control center.

2.2.1.3. Manual pull stations shall be provided as set forth in general requirements of this rule.
Manual pull stations may be of the security type in detention or correctional occupancies.

2.2.1.4. Smoke detectors shall be installed in all corridors. If no corridor exists, they shall be
mstalled at the highest point of the cell areas.

2.2.1.5. Dormitory style correctional facilitics shall comply with the residential requirements
of subdivision 2.2.]. of this subsection.

2.2.j. Requirements for Residential Occupancies.

2.2.3.1. Afire alarm system is required for each of the groups of residential buildings, and the
system shall meet the requirements and standards of this Rule.

2.2.3.2. Lodging and rooming houses protected throughout with a sprinkler system shall be
provided with interconnected hardwired smoke detectors as required by NFPA 72.

2.2.3.3. Residential occupancies are designated in two groups. These designated groups shall
comply with the requirements of this rule. One group of occupancies includes hotels, motels, dormitories,
lodging and rooming houses. The other group includes apartments only.

2.2.j.4. The following requirements apply to the occupancies of hotels, motels, dormitories,
lodging and rooming houses.

2.2.3.4.A.  Smoke detectors shall be placed a maximum of 15 feet from ends of corridors
or walls and located 30 feet on center throughout all inside corridors. Smoke detectors shall be placed a

maximum of 15 feet from ends of walls and 30 feet on center in open bay sleeping arcas.

2.2.j.4.B. The annunciator panel or fire alarm control panel shall be readily accessible to
fire department personnel and also shall be located at the registration desk.

2.2.5.4.C.  All sleeping rooms and living areas in suites shall have an approved self-
contained smoke alarm hard wired in accordance with NFPA 72, National Fire Alarm Code.

2.2.j.4D. Motels and hotels having direct exterior exiting shall have a manual pull
station every 75 feet located on exterior walls with the minimum requirement of one manual pull station.
However, a one story motel with 16 or less sleeping rooms having direct exiting to the exterior 1s not
required to be provided with a fire alarm system.
2.2.}.5. The following requirements apply to apartments.

2.2.5.5.A.  Apartment buildings having 12 or more units or 4 or more storics in height
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shall have a fire alarm system. Smoke detectors shall be placed a maximum of 15 feet from the ends of
corridors and walls and 30 feet on centers.

2.2.5.5.B.  All existing apartments shall have approved sclf-contained smoke alarm
located at the entrances to bedrooms.

2.2..5.C.  All new apartments shall have an approved self-contained smoke alarm hard
wired in accordance with NFPA 72, National Fire Alarm Code.

2.23.5.D.  All new apartment buildings having 12 or more units or 4 or more stories n
height with direct exiting to the exterior shall have manual pull stations every 75 feet on the exterior wall
with a minimum requirement of one pull station per building.

2.2k Requirements for Mercantile Occupancies.
2.2.k.1. A fire alarm system is required in every mercantile occupancy with a sales arca totaling
over 3,000 square feet, and the system shall meet the requirements and standards as provided in this

subsection.

2212 If an existing Class B mercantile occupancy has a complete and approved sprinkler
protection system, a fire alarm system 1s not required.

2.2.1. Requirements for Business Occupancies.
2.2.1.1. A fire alarm system is required in every business occupancy where:
22.1.1.A.  The occupancy is subject to 300 or more total occupants;

2.2.1.1.B. The occupancy 1s subject to 100 or more occupants above or below the level
of exit discharge; or

22.1.1.C.  The building is two (2) or more stories in height above the level of exit
discharge or two (2) or more stories below the level of exit discharge.

2.2.m. Requirements for Industrial Occupancies.

22.m.1. A fire alarm system is required in all industrial occupancics as required in the
National Fire Codes NFPA 101, Life Safety Code, referred to in section 2 of this rule.

2.2.n. Requirements for Storage Occupancies.

2.2.n.1. Afirealarm system is required in all Storage Occupancies as required in  The National

Fire Codes NFPA 101, Life Safety Code, referred to in section 2 of this rule.
2.2.n.2. Residential Board and Care Occupancies.
22n2.A Application: All facilities classified as residential board and care occupancies
shall conform to the Life Safety Code, NIFPA 101, requirements except as modified under this subsection.
This subparagraph does not apply to facilities with less than four (4) residents.

2.2n.2.B. Resident sleeping rooms shall be located on first and second floors unless the
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facility is provided with a sprinkler system mecting the requirements of NFPA 13, Standard for Sprinkler
Systems.

2.2n.2.C. Provide at least two (2) approved remote exits from cach floor; at least one (1)
exit shall be a door directly to the outside without traversing any corridor or space exposed to an unprotected
vertical opening.

2.2.n.2DD. Vertical openings shall be properly enclosed on all levels above grade with
hour fire rated construction. If used as a primary means of exiting all levels shall be properly enclosed with
1 hour fire rated construction.

2.2n.2.E. Doors shall be side-hinged swinging at least 32 inches wide when located in
means of egress. Bathroom doors may be 24 inches wide.

22n.2F. Existing stairs shall be at lcast Class B.

2.2.n.2.G. Hazardous arcas shall be provided with one hour fire-rated separation or
provided with automatic sprinkler protection and smoke tight. Doors shall be self-closing.

2.2n.2.H. Interior finish of walls and ceilings shall be at least Class C throughout.

2.2n.2]1.  Fire Alarm;:

22n.21.1. An clectrically supervised fire alarm system shall be provided and meet
the requirements of paragraph 2.2.d.1. and subdivision 2.2.j. of this rule.

2.2n.2.1.2. Individual sleeping rooms shall be provided with a single station smoke
alarm hardwired m accordance with NFPA 72, National Fire Alarm Code.

22n.2J.  Anapproved automatic sprinkler system is required in all residential board and
care facilities.

22n.2K. Corridor walls shall be at least twenty (20) minute fire-rated and smoke tight.
22n.2L. Electrical systems shall meet the National Electrical Code.

2.2.n.2.M. Each sleeping room shall be provided with at least one (1) outside window for
rescue and ventilation and shall meet the requirement for windows in one and two family dwellings of the
Life Safety Code. A door directly to the outside from each sleeping room does not require an outside
window.

2.2n.2.N. Any carpet located in the facility shall meet the requirements of subdivision
2.2.c. of this rule.

2.2n.2.0. No door in any means of egress shall be locked against egress when the
building is occupied.

2.2n.2.P. Every bathroom door lock shall be designed to permit opening of the locked
door from the outside in an emergency.

2.2n.2.Q. Every closet door latch shall be such that it can be readily opened from the
mside in case of emergency.
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2.2n.2.R. No stove or combustion heater shall be located as to block escape in case of
fire arising from the malfunction of the stove or heater.

2.2n.2.S. Impractical to evacuate residents in small facilities shall be located in rooms
at grade with direct exiting to the outside. The corridor room door shall be 20 minute fire rated construction
or its equivalent.

2.2.0. Explosives.

2.2.0.1. As soon as practical after all loaded blast holes (shot) are linked, they shall be
immediately connected to a source of ignition and fired by a person legally permitted to do so.

2.2.0.2. Pre-loading blast holes (shots) to be fired at a later tume are prohibited unless a waiver
has been granted to do so by the State Fire Marshal.

2.2.0.3. Section 4.6.2 of the National Fire Protection Association (NFPA) 495, Explosive
Matenal Code, the provisions of which are mcorporated in NFPA 1 and adopted by reference in subsection
2.1 of this rule, is amended to provide that persons 18 vears and older may be issued a Class G Special
“Helper” permit to use explosives.

2.2.0.4. Avalid explosives storage permit shall be obtained from the State Fire Marshal for any
explosives stored overnight. Provided that type IIl portable magazines and type V trailers which have not
been disabled for over the road use shall not be counted as magazines for the purposes of the storage permit
only. Also provided that a storage permit for explosives stored exclusively underground shall not be
required.

2.2.0.5. A valid permit to use explosives (“Blaster License™) shall be obtained from the State
Fire Marshal for all persons detonating explosives for legal purposes and persons possessing and handling
explosives. Exception: persons handling and possessing explosives for the sole purpose of inventory and
accounting, and who also shall possess an “Employee Possessor/Responsible Person™ clearance as issued
by the Bureau of Alcohol, Tobacco, Firearms and Explosives where applicable.

2.2.0.6. Control of Adverse Effects.

2.2.0.6.A. Blasting shall be conducted in a manner that prevents mjury to persons and
damage to public or private property outside the permit or blast area for which blasting activity occurs. For
purposes of this rule, the definition of blast area is the area in which concussion (shock wave), flying
material, or gases from an explosion can cause injury to persons (NFPA 495).

2.2.0.6.B. “Flyrock” defined as rock, mud or debris (excluding dust or detonation
byproducts) ejected from the blast site by the force of a blast, shall not be cast beyond the operational
boundary of the permit or blast area.

2.2.0.6.B.1.If flyrock is cast beyond the operational boundary of the permit or blast
arca, the licensed blaster shall notify the State Fire Marshal by telephone within two (2) hours after learning
of the flyrock incident, and submit a flyrock incident report to the State Fire Marshal within three (3)
business days after learning of the incident. The report shall be signed by the blaster-in-charge who
conducted the blast. The report shall include, at a minimum, a copy of the blast record and all available
seismograph data, a sketch of the blast site and rock deposition area, and a detailed explanation of: how the
blasts were designed and loaded; who witnessed the blasts and where they were located and what they
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observed; the location and nature of the flyrock deposition (including property owners, type and
approximate number of rocks, size and distance range), property damages (if any) and personal injuries (if
any); the probable cause of the flyrock incident; and the corrective measures to be taken to prevent another
flyrock incident.

2.2.0.6.C. Ground vibration, when measured at any dwelling, public or commercial
building, school, church, dam, earthen impoundment, or community or institutional building located outside
the operational boundary of the permit or work area not owned or leased by the permitee, shall not exceed
the limitations as defined and illustrated in NFPA 495, Section 11.1.2.1(a). Provided, that the requirements
set forth in this subsection shall not apply to blasting operations on surface coal exiraction sites, and
quarries otherwise permitted and regulated by the West Virginia Department of Environmental Protection,
Office of Explosives and Blasting within the Division of Mining and Reclamation.. Alternatively, a waiver
of this requirement from the owner of the structure may be filed with the State Fire Marshal's Office.
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2.2.0.6.D. Airblast, when measured at any dwelling or building listed in subparagraph
2.2.q.6.C. of this rule shall be in compliance with NFPA 495, Table 11.2. Air Overpressure Limits.

Table 11.2 Air Overpressure Limits
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Lower Frequency of Measuring
System
[Hz (+/- 3 dBL) Measurement Level (dBL)
0.1 Hz or lower — flat response*® 134 peak
2 Hz or lower- flat response 133 peak
6 Hz or lower — flat response 129 peak
C-Weighted — slow response® 105 peak

*Only where approved by the state fire marshal.

22.0.6.E. A seismograph shall be used beside the nearest dwelling or building listed in
subparagraph 2.2.q.6.C. of this rule to demonstrate compliance with the ground vibration and airblast limits
listed in subparagraph 2.2.q.6.C and 2.2.q.6.D. of this rule. As an alternate to seismographic monitoring,
the blast shall comply with scaled distance equation, W = (D/50 )°, where W is the maximum weight of
explosives, in pounds, that can be detonated within any period less than 8 milliseconds, D is the distance,
m feet, from the nearest blasthole to the nearest dwelling or building listed in subsection 2.2.q.6.C. of this
rule, and fifty is the applicable scaled distance factor.

2.2.0.6.F. For structures not listed in subsection 2.2.q.6.C. of this rule, such as o1l or gas
wells, o1l or gas transmission and distribution lines, high-voltage steel transmission towers, public water
lines, and silos, located outside the operational boundary of the blasting operation not owned or leased by
the permittee, a seismograph shall be used beside the nearest structure to demonstrate that the peak particle
velocity did not exceed 2.0 mches per second. As an alternate to seismographic monitoring, the blast shall
comply with scaled distance equation, W = (D/50)°, where W is the maximum weight of explosives, in
pounds, that can be detonated within any period less than 8 milliseconds, D is the distance, i feet, from the
nearest blasthole to the nearest dwelling or building listed in subparagraph 2.2.q.6.C. of this rule, and fifty
is the applicable scaled distance factor. Alternatively, a waiver of this requirement from the owner of the
structure may be filed with the State Fire Marshal's Office.

2.2.p. Monitoring instruments — All seismographs used to prove comphance with the ground
vibration and airblast limits required by this rule shall be deployed in the field according to the ISEE Field
Practice Guidelines for Blasting Seismographs (2009 Edition). Whenever possible, the seismographic
measurement shall be made within ten (10) feet of the building or structure being monitored, on the side of
the building or structure closest to the blast site.

2.2.p.1. A monitoring instrument for recording ground vibration, at a minimum, shall have:
a. A frequency range of 2 Hz to 250 Hz;
b. Particle velocity range of .02 to 4.0 inches per second or greater; and
¢. An internal dynamic calibration system.

2.2.p.2. A monitoring instrument used to record airblast shall have:

a. A lower frequency limit of 0.1, 2.0 or 6 Hz;

b. An upper end flat-frequency response of at least 250 Hz; and
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¢. A dynamic range that, at a minimum, extends from 106 to 142 dBL.

2.2.p.3. A monitoring instrument shall be calibrated annually and when an instrument is
repaired and then the repair may effect the response of the instrument. Calibration shall be done by the
manufacturer of the equipment, or by an organization approved by the manufacturer, or by an organmization
having verifiable knowledge of the calibration procedures developed by the manufacturer. The calibration
procedure shall include testing the response of the entire system to externally-generated dynamic inputs.
These inputs shall test the entire monitoring system at a sufficient number of discrete frequency intervals
to assure flat response throughout the frequency ranges specified by this rule. Dynamic reference standards
used for calibration shall be traceable to the National Institute of Standards and technology (INIST).
Calibration procedures and documentation of calibration shall immediately be made available upon demand
by the State Fire Marshal, or other law enforcement or regulatory personnel.

2.2.p.4. A certificate that indicates the name of the calibration facility, the calibration
technician, the date of calibration and frequency range of the airblast monitor shall be made available upon
request by the State Fire Marshal, or other law enforcement or regulatory agency.

2.2.q. Monitoring Records.

2.2.q.1. Any person who operates a seismograph for the purpose of demonstrating compliance
with the ground vibration and airblast limits of this rule shall receive appropriate training for the specific
seismograph model(s) in use in: programming the scismograph(s) to record the blast; positioning the
geophone and microphone; coupling the geophone to the ground; extracting the data after the blast in digital
and printed forms; and understanding the results. Such training shall be received from a representative of
the seismograph manufacturer or distributor, or other competent person(s). A record of such training shall
be maintained by the seismograph operator or his or her employer, and made immediately available for
inspection by the State Fire Marshal or other law enforcement or regulatory agency. All persons who
operate a seismograph for the purpose of demonstrating comphiance with the ground vibration and airblast
limits of this rule shall also receive refresher tramning every two years.

2.2.q.2. Monitoring records, at a minimum, shall contain:

2.2.9.2.A. A calibration pulse on cach of the mutually-perpendicular ground vibration
traces. These pulses shall represent the dynamic response of the entire recording system to an internally-
generated calibration signal, and shall allow the State Fire Marshal, or other law enforcement or regulatory
personnel to verify that the seismograph 1s recording ground vibration to its specific accuracy.

2.2.q.2.B. 'The time history of particle velocities for three mutually perpendicular ground
vibration traces and one air-overpressure trace, including time base, amplitude scales and peak values for
all traces.

2.2.q.2.C. 'The results of a field calibration test for each channel.

2.2.q.2.D. The frequency content of all vibration signals using either single degree of
freedom (SDF) response spectrum, Fast Fourier Transform (FFT) or half-cycle zero-crossing analysis

methods.

2.2.q.2.E. Trequency versus particle velocity plots as indicated in NIFPA 495, Table
11.1.2.1(b).

2.2.q.2F. The name of the individual taking the recording.
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2.2.9.2.G. 'The GPS NAD 83 or 27 location of the monitoring instrument, and the date
and time of the recording; and

2.2.q.2.H. 'The last calibration date of the monitoring instrument.
2.2.q.3. If the State Fire Marshal questions the validity of a ground vibration or airblast record,
or the interpretation of the record, the State Fire Marshal may require a ground vibration or airblast
recording to be analyzed or certified by the seismograph company supplying and calibrating the
seismograph. When the State Fire Marshal requires that a recording be analyzed or certafied, it shall be
performed and included with the blast report within thirty (30) days.
2.2.r. Blasting Activity Registration.
2.2.r.1. "Applicant" is defined as any uwser of commercial explosives that has obtained
applicable Burcau of Alcohol Tobacco & Firecarms (“BATF”) clearances and intends to legally detonate
any amount of commercial explosives for authorized purposes.
2.2.r.2. Anagency approved form shall be submitted for any and all blasting activity, excluding
surface coal extraction activities already permitted by the West Virginia Department of Environmental
Protection, Office of Explosives and Blasting within the Division of Mining and Reclamation, to the State
Fire Marshal no less than 2 business prior to the blasting activity commencing, and shall include the
following information:
22r.2.A. 'The applicant’s name, address. telephone number and type of business;

2.2r2.B. A contact person’s name, title and telephone number,

22r.2.C. The identity of independent subcontractors who will be performing the
blasting activity;

22r.2.D. Thetype of explosive to be used,
22r2.E.  The location of the blasting activity; and
2212 F. Job duration and times of the blasting activity.
2.2.s. Blast logs.
2.2.5.1. Blast logs shall be maintained for a period of five years by anyone conducting blasting
activities. Those logs shall immediately be made available upon demand by the State Fire Marshal, or other
law enforcement or regulatory personnel.
2.2.5.2. The blast log shall include as a minimum:
2.2.5.2.A. The name of the blasting activity applicant;

2.2.5.2.B. The date and time of the blast;

2.2.5.2.C.  'The location of the blast using GPS NAD 83 or 27 coordinate system;
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2.2.5.2D. The owner name and address or the GPS NAD 83 or 27 coordinates of the

nearest building location not owned by the blasting activity applicant or customer;

2.2.s.2.E. The direction and distance m feet from the blast site to the nearest structure
not owned by the blasting activity applicant or its customer,

2.25.2F. The direction and distance to the closest utility not owned by the blasting
activity applicant or its customer;

2.2.5.2.G. The type of material to be blasted;
2.2.5.2H. Thetype of stemming/decking material used,

22521, The measures taken to control flyrock, including whether or not mats were
used,

2.2.5.2.J.  The weather conditions including temperature, wind direction and estimated
speed, cloud cover;

2.2.5s 2K. The total number of holes, diameters, depths, burdens, spacings, subdrill, top
and deck stemming heights, pounds per hole;

225.21. Explosives product densities and pounds used and/or umits, not including
detonating cord;

2.2.5.2M. The total weight in pounds of explosives and primer cartridges used,

2.2.5.2.N. The type and total length in feet of detonating cord(s) used,

2.2.5.2.0. Thetype, length, delay period(s), of each detonator and the total quantity each
type of detonator used: Provided, that for the purposes of this subparagraph, if an electronic detonator is
used, a delay period is not required to be reported on the blast log;

2.2.5.2P. The type(s) of initiation system used,

2.2.5.2.Q. The maximum weight in pounds of explosives detonated per delay period of
lcss than 8 milliscconds;

2.2.5.2R. The scaled distance to the closest structure and/or utility not owned by the
applicant or client;

2.2.5.2.5. The powder factor(s) in pounds per cubic yard, tons per pound, or pounds per
square foot;

2.2.5.2.T. 'The monitoring records required shall be made a part of the blast report within
24 hours of the blast if required by subparagraph 2.2.q.6.C;

225.2U. A technical illustration (sketch) showing north arrow, the direction to the

nearest structure and/or utility, the arrangement of blast hole burdens and spacings, firing time(s) and/or
delay patterns for each blast charge, point of initiation, and free faces;
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2.2.5.2.V. A technical illustration (sketch) showing typical borehole load cross sections;

2.2.5.2.W. The printed name, signature, and permit number of the blaster-in-charge for
cach blast; and

2.2.5.2.X.  Any unusual conditions or comments.
2.3.  Necessity of NICET Certification for Fire Protection and Fire Alarm Systems.

2.3.a. No fire protection and fire alarm system mamntenance, repair or inspection work may be
performed, offered or engaged mn for compensation or hire within the State of West Virginia by any
company unless the company maintains at least one (1) employee possessing a valid certificate of
competency i1ssued by the National Institute of Certification in Engineering Technologies (NICET). All
companies shall be registered with the State Fire Commission and shall provide annual information on
NICET certificate holders employed by their company for the purpose of maintenance, repair or inspection
activities.

2.3.b.  All fire protection extinguishment devices or systems not covered by subsection 2.3.a. shall
adhere to the following: No fire protection equipment or system installation, maintenance, repair or
inspection work may be performed, offered or engaged in for compensation or hire within the State of West
Virginia by any company unless the company maintains at least one (1) employee possessing a valid
certificate of competency issued by the equipment or system manufacturer. All companics shall be
registered with the State Fire Commission and shall provide annual information on certificate holders
employed by their company for the purpose of installation, maintenance, repair or inspection activities.

§87-1-3. Reporting of Fire Incidents.

The fire chief of any organized public fire brigade, department or company shall report every fire and
non-fire incident to the State Fire Marshal. Every fire and non-fire mcident response shall be reported
within one hundred eighty (180) days after the date of the incident. Provided, that any fire or explosion
involving human fatality, arson or suspected arson shall be reported immediately.

§87-1-4.  Unvented Heaters.

All unvented fuel fired heaters are prohibited for all occupancies except one (1) and two (2) family
dwellings. Provided, that a single unvented fuel fired heater is permitted for demonstration purposes n
authorized mercantile applications when installed in accordance with the manufacturer’s recommendations.
The single heater shall be connected to a permanent source of fuel and shall not be used as a permanent or
alternate source of heating. The unvented heater shall be shut off at the end of each business day.

§87-1-5. Maintenance of Fire Hazard; Order for Correcting Condition, Removal of Material,
Repair, Demolition, etc.; Order to Contain Notice to Comply and Right to Appeal.

Whenever the State Fire Marshal, by and through persons working under his or her direction,
determines based upon the State Fire Code and/or on the experience and knowledge applied in the operation
of his or her office (1) that any building or structure has been constructed, altered, or repaired in a manner
violating the State Fire Code as promulgated prior to the commencement of the construction, alterations, or
repairs, or (2) that any building or structure is being maintamed or used in such a way as to endanger life
or property from the hazards of fire or explosion, or (3) that any building or other structure or property of
any kind, which, for want of repairs, or by reason of its age, dilapidated, or abandoned condition or for any
other reason constitutes a fire hazards and is located or constructed so as to constitute a danger to other
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buildings, property, persons, life, or limb, or (4) that in any building or upon any premises there is located
any combustible, flammable, or explosive substance or material or other condition dangerous to the safety
of persons occupying the building or premises and adjacent premises and property, the State Fire Marshal
shall order the condition or thing to be corrected, or combustible, flammable or explosive, items to be
removed, or the building or buildings to be repaired, closed to occupants, or removed, as required by the
circumstances. The order shall be promptly complied with by the owner, agent, occupant, and lessee of the
premises, place, property, or thing. Any order may be expressed in the alternative, e.g., allowing repair but
on the failure to repair requiring demolition. Any order by the State Fire Marshal which concludes that a
fire hazard exasts, shall state what repairs and/or demolition must be accomplished, and that comphance
must be completed within thirty (30) days of issuance. In the event of noncompliance, the State Fire
Marshal 1s authorized by statute to enter into and upon the premises affected by the order and cause the
building, structure, premises, or thing to be repaired, or torn down, materials removed, and all dangerous
conditions remedied (as the case may be) at the expense of the owner, and shall advise that the order can
be contested by entering an appeal to the State Fire Commission as outlined in section 17 of this rule.

§87-1-6. Interference with Fire Protection Equipment.

No person shall render any portable or fixed fire extinguishing system or device or any fire warmning
system inoperative or inaccessible except as may be necessary during emergencies, maintenance, drills or
prescribed testing.

§87-1-7.  Exit Inspections and Public Life Safety Announcements.

7.1.  Inspection of Exits. Not more than ninety (90) minutes prior to the scheduled commencement
of any noncontinuous activity, event, performance, show, meeting, function, or other occasion for which
people will gather in a place of assembly, the owner or his or her designee pursuant to written authority,
instructions, or procedures shall inspect every required exit, way of approach to an exit, and way of
departure from an exiat. If the mspection reveals that any required means of egress is obstructed,
maccessible, locked, fastened, or otherwise unsuited for immediate use, the scheduled program shall not
begin, nor shall admittance to the place of assembly be permitted, until necessary corrective action has been
completed.

7.2.  Announcements. Immediately prior to the start of a program for which 300 or more people
will gather in a place of assembly, the owner or his or her authorized agent shall orally notify all attendees

concemning the location of the exits to be used in case of fire or other emergency.

7.3. Records. An accurate record of all inspections, corrections, and notifications shall be kept and
retained for at least two (2) years in the offices of the respective building owners. The records shall contain:

7.3.a. A brief description of cach activity, event, performance, etc., including its date, time, and
location; and

7.3.b. The name and signature of the person who performed each requirement of this section; and
7.3.c. The date and time when cach requirement was performed.
74. Alternatives- In case of practical difficulty or undue hardship, or in which compliance would
not significantly increase life safety, the State I'me Marshal may approve or accept altemative means of
accomplishing the objectives of this section.

§87-1-8. Forest Fire Season.
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8.1.  The periods of each vear between March first and May thirty-first, inclusive, and October first
and December thirty-first, inclusive, are designated as forest fire seasons. No person shall during any fire
season, except between the hours of five o'clock p.m. and seven o'clock a.m. prevailing time, set fire to, or
procure another to set fire to, any brush, leaves, grass, debris or field containing dry grass or ather
mflammable material capable of spreading fire, located in or within 300 feet of any woodland, brushland,
or field containing dry grass or other inflammable material. Any fire set during this time shall be
extinguished prior to seven o'clock a.m. prevailing time. The prohibition of fires between seven o'clock
am. and five o'clock p.m. prevailing time does not include (1) small fires set for the purpose of food
preparation, or providing light or warmth around which all grass, brush, stubble, or other debris has been
removed for a distance of ten feet from the fire, and (2) burning which may be conducted at any time when
the ground surrounding the burning site is covered by one inch or more of snow. Any person who sets or
causes to be set any fire permitted by this section shall not leave the fire unattended for any period of time.

8.2.  Any person or his or her agent or employee who sets or causes to be set any fire at any time in
the use and occupation of any kind on which the burning was being done is in violation of this section if
fire escapes beyond the safety strip. Any person who, by himself or herself, or by his or her employees,
agents or guides or as an employee, agent or guide of any other person, at any time builds or uses any fire
in any field, on any public or private road, or in any area adjacent to or on any forest land in this state, shall
before leaving the fire for any period of time, totally extinguish the fire. A person shall not at any time
throw or place any lighted match, cigar, cigarette, firecracker or lighted material on any forest land, private
road, public highway or railroad right-of-way within this state.

§87-1-9. Executive Order by the Governor on Open Burning.

On those occasions when the Governor of the State issues an Executive Order or Proclamation to ban
open burning due to weather conditions, the State Fire Marshal may assist in the enforcement of the
provisions of the Proclamation or Executive Order.

§ 87-1-10. Outdoor Storage of Used Tires.

The storage of used tires shall comply with the following:

10.1.  All outdoor storage of used tires shall be free from all trash and debris within the site;

10.2.  The owner and operators of outdoor storage of used tires shall mamtain controlled access to
the property with only one entrance/exit, and shall install security lighting for use during evening and night

time hours as designated by the State Fire Marshal,

10.3.  All outdoor storage of used tires shall have a perimeter security chain link fence of a minimum
height of six feet;

10.4.  All storage of used tires, shredded or unshredded, shall be separated mto individual piles on
the property. No pile may exceed 50 feet wide by 50 feet deep by 15 feet in height;

10.5. In the absence of an available water supply of at least 500 GPM (gallons per minute) provided
by fire hydrants within 1000 feet of the facility, a mimimum of 10,000 thousand gallon water supply on the

site for exclusive use of fire fighting personnel shall be established;

10.6.  Fire lanes having a minimum of forty-five foot lanes capable of supporting fire apparatus shall
be established and maintained between all tire piles;
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10.7. A minimum of a fifty foot wide zone around the site perimeter inside the fence line shall be
maintained,

10.8.  All storage piles shall have a minimum of a thirty inch high earthen dike around each tire pile
as the piles are established;

10.9. A maximum of cighteen tire piles may be established on a single site; and

10.10. No site may exceed the storage of more than three hundred thousand tires without the approval
of the State I'ire Marshal.

§ 87-1-11. Stopping, Standing or Parking Prohibited in Specified Areas.

11.1.  No person shall stop, stand, or park a vehicle, except when necessary to avoid conflict with
other traffic or in compliance with the law or the directions of a police officer or traffic-control device, in
any of the following places:

11.1.a. Within fifteen feet of a fire hydrant; or

11.1.b. Within twenty feet of the driveway entrance to any fire station and on the side of a street
opposite the entrance to any fire station within seventy-five feet of the entrance when properly sign-posted.

§ 87-1-12. Crossing Fire Hose.

No person shall drive a streetcar or vehicle over any unprotected hose of a fire department when it is
laid down on any street, private driveway, or streetcar track, to be used at any fire or alarm of fire, without
the consent of the fire department official in command.

§87-1-13. Emergency Vehicle Permits.

13.1.  Authorization for all fire department vehicles and firefighters to operate Class A vehicles shall
be designated by their fire chief and the State Fire Marshal's Office. Vehicles authorized by W. Va. Code
§ 17C-15-26 shall have red flashing warning lights and an audible signaling device, such as a siren, whistle
or bell capable of emitting sound audible from a distance of not less than 500 feet.

13.2.  Upon receipt of written notification from the Fire Chief of the local fire department to the State
Fire Marshal requesting that an Emergency Vehicle Permit be revoked, the State Fire Marshal shall cause
the permit to be revoked.

§ 87-1-14. Fire Safety Separation Requirements for Mobile Home Sites.

14.1.  No portion of a manufactured home, excluding the tongue, shall be located closer than 3 m
(10ft) side to side, 2.4 m (8 ft) end to side, or 1.8 m (6 ft) end to end horizontally from any other
manufactured home or community building unless the exposed composite walls and roof of either structure
are without openings and constructed of matenials that will provide a 1-hour fire resistance rating or the
structures are separated by a 1-hour fire-rated barrier.

14.2.  Manufactured homes shall not be positioned vertically, stacked with one over the other, in

whole or in part, unless the structure 1s designed and approved for such installation and permitted by the
authority having jurisdiction.
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§ 87-1-15. Propane Gas Training Program Certification.

Any person who installs or maintains liquefied petroleum gas systems shall complete training standards
and qualifications as established by the National Propane Association Certified Employee Tramning
Program. Exemption: Any person who installs, fuels, maintains or services a fuel gas system on a single
family dwelling owned or leased, and occupied by that person.

§ 87-1-16. Requirement of Occupancy Certificate

16.1. The owner or occupant of a new building, existing Industrial and Storage occupancies, or a
building that has had 50% or more of the space renovated or reconstructed, shall obtain a certificate of
occupancy before the building 1s occupied or used for its intended purpose.

16.2.  The projects, where applicable, shall be designed by an Architect as licensed by the WV Board
of Architects or a Professional Engineer licensed by the WV State Board of Registration for Professional
Engineers. Any such licensed professional shall affix his or her seal to the design documents per the
respective licensing board and obtain a review approval from the AHJ prior to construction.

§ 87-1-17. Orders and Decisions of the State Fire Marshal; and Appeals and Procedure for Appeals
from such Orders or Decisions.

17.1.  State Fire Marshal's Order and Decisions are Final and Conclusive. -- Any order or final
written decision of the State Fire Marshal based upon or made in the course of the administration or
enforcement of the provisions of W. Va. Code § 2934 15A-10-1 et seq. based upon or made pursuant to
this rule is final, unless vacated or modified upon review pursuant to the appeal rights and procedures
provided by W. Va. Code § 29A and this rule.

17.2.  State Fire Marshal’s Order And Decisions Appealed. -- Any person aggrieved by an order or
final written decision of the State Fire Marshal based upon or made in the course of the administration or
enforcement of the provisions of W. Va. Code § 293+ 15A-10-1 et seq. or made pursuant to this rule, and
desiring to contest the order or written decision may file an appeal from the order or written decision with
the State Fire- Commission Office of Admmistrative Hearings, as set forth in W.Va. Code §15A-9-1 et seq.
Preservation of the right to an appeal and the procedure for the contested case i1s governed by this section

15A-10-1 et seq. and-byv W Va—Code-§29-31 etseq.

17.3.  W. Va. Code § 20-3—42eand— 15A-10-3(g) and (1) Inquiry and Investigation. -- The
testimony which may be obtained by the State Fire Marshal pursuant to the authority in W. Va. Code § 29~
31 2aand-y 15A-10-3(g) and (i) shall be obtained without compliance with the provisions in this rule
governing "Procedure in Contested Cases." Where appropriate, a subsequent order by the State Fire
Marshal relating to the testimony obtained is the same as any other order by the State Fire Marshal subject
to the appeal rights provided in W. Va. Code §29-3-3 15A-10-1 et seq.

17.4.  Appeal Petition. -- The appeal petition shall be typewritten, styled "Appeal Petition", and the
appellant shall submit an original and one (1) copy. It shall be complete in itself so as to fully state the
matters contested. No telegram, telephone call, or similar communication will be regarded as an appeal
petition. The petition shall contain and include the followmg:

17.4.a. acopy of the order or decision of the State Fire Marshal being contested;
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17.4b. a clear and concise assignment of cach error which the petitioner alleges to have been
committed by the State Fire Marshal in issuing the order or decision with each assignment of error being
shown in separately numbered paragraphs;

17.4.c. aclear and concise statement of the facts upon which the petitioner relies as sustaining his
or her assignment of errors;

17.4.d. the address to which the petitioner desires to have all notices, documents, and the final
order of the StateFire-Commsstorr Office of Admimistrative Hearings mailed;

17.4.e. the telephone number or numbers where the petitioner can be contacted,

17.4.f. the names and addresses of all persons having any ownership interest in the property which
1s the subject of the State Fire Marshal's order being contested;

17.4.g. a prayer setting forth the relief sought; and
17.4.h. the signature of the petitioner or its duly authorized officer.

17.5.  Time Requirement and Manner of Filing Appeal Petition. -- The petitioner shall submit an
appeal petition by personal delivery or mailed to the Statetire-Commisston Office of Adminmistrative
Hearings within thirty (30) days following service upon the petitioner, or within thirty (30) days following
actual receipt if service is not required or for some reason is not made of the order or decision being
contested. Any appeal petition shall be sent by certified mail, return receipt requested, and 1s timely if
postmarked within the thirty (30) day period. Any appeal petition not delivered or mailed within the thirty
(30) day period is not timely filed and the order or decision of the State Fire Marshal being contested is
final.

17.6.  Copy of Appeal Petition to State Fire-Commission Office of Admimstrative Hearings. -- Upon
receipt of an appeal petition, the Chairman-ofthe State Kire-Conmmisston Chief Hearing Examiner, Office
of Administrative Hearings, through offlce staff, shall supply a copy of the petltlon to the State Fire
Commission—members Marshal teseth h-an—op :

ofthe-matter being contested. If the State Fire Marshal clccts to flle a response to thc appcal petltlon hc or
she shall deliver a copy of the response to the StateFire-Ceommission Chief Hearing Examiner, Office of

Administrative Hearings and a copy to the petitioner.

17.7.  Scheduling Appeal Petition for and Notice of Hearing. -- The StateFie—Comnrssion
Chatrman Chicf Hearing Examiner, Office of Administrative Hearings through office staff shall schedule
a hearing on the appeal petition giving the petitioner and the State Fire Marshal at least ten (10) days written
notice of the date, time, and place of the hearing. The notice to the petitioner shall be by personal delivery
or by certified mail, return receipt requested, shall contain a short and plain statement of the matters to be
considered at the hearing, and a copy of the State Fire Marshal's response, if any, to the appeal petition, and
shall be mailed or personally delivered by the State Fire Marshal no later than thirty (30) days after receipt
of the appeal petition. A copy of the notice to the petitioner shall be supplied to the State Fire Marshal.
The hearing shall be conducted at a designated location in Charleston, West Virginia, or in the discretion
of the StatetareComnmsston Cluef Hearing Examiner, Office of Administrative Hearings at a location
within the county where the premises in question are located.

17.8.  Authorized Representative. -- The petitioner may appear individually, or by counsel.
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17.9. Continuances -- A motion for continuance shall not be granted unless made in writing three
days before the hearing or during the hearing, in either case for good and sufficient cause. Upon
consideration of a motion for continuance, the urgency of the situation shall be determined and taken into
consideration. Conflicting engagements of counsel or the employment of new counsel are not good grounds
for a continuance unless a motion is filed promptly after the notice of hearing has been mailed or unless
extenuating circumstances are shown, which the StateFire-Commission—or hearing examiner considers
adequate.

17.10. Absence of Petitioner or Counsel at the Scheduled Hearing -- A hearing being conducted
pursuant to this rule bythe Fire-Commission shall not be dclayed or continued due to the absence of the

petitioner or his or her legal counsel at a hearing, after service of notice of the time, date, and place of the
hearing. The hearing shall proceed and the case shall be submitted for decision on the part of the absent
petitioner or petitioners.

17.12. Subpoenas and Subpoenas Duces Tecum.

17.12.a. At any hearing held under this section, the testimony of witnesses and the production of
documentary evidence may be required through the use of subpoenas and subpoenas duces tecum. The
State Fire Marshal may issue subpoenas and subpoenas duces fecum at the request of the petitioner, or the

hearing examiner-er-the-State Eire-Commission.

17.12.b. Every subpoena or subpoena duces teciun 1s required to prove service at least five (3) days
before the return date of that subpoena, either by personal service made by any person eighteen (18) years
of age, or older, or by registered or certified mail. A return acknowledgment signed by the person to whom
the subpoena or subpoena duces fecum is directed is required to prove service by registered or certified
mail.

17. 12 c. Any party requesting a subpoena or subpocna duces tecum shall sce that it is propcrly

17.12.d. Any public official who serves any subpoena or subpoena duces tecum is entitled to the
same fee as a Sheriff who serves a witness subpoena for a circuit court of this state; and fees for the
attendance and travel of witnesses arc the same as for witnesses before the circuit courts of this state. All
fees shall be paid by the State Fire Commisston Marshal if the subpoena or subpoena duces tecion is issued
at the instance of the Comntission hearing examiner. All fees related to any subpoena or subpoena duces
tecum issued at the instance of the petitioner or the State Fire Marshal shall be paid by the party requesting
the subpocna or subpocena duces tecum.

17.12.e. A request for a subpoena or subpoena duces tecun shall be in wnting and shall contain a
statement acknowledging that the requesting party agrees to pay the required fee.

17.12.f. Any person receiving a subpoena or subpoena duces fecum issued under this section shall

honor the subpoena or subpoena duces fecum as though it were issued by a circuit court of the state, and
shall appear as a witness and/or produce the books, records, or papers in response to the subpoena or
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subpoena duces tfecim. In case of disobedience or neglect of any subpoena or subpoena duces fecum served
on any person or the refusal of any witness to testify to any matter regarding which he or she may be
lawtully interrogated, the circuit court of the county in which the hearing is being held, upon application
by the hearing examiner StateFire-Comuntisston, shall compel obedience by attachment proceedings for
contempt as in the case of disobedience of the requirements of a subpoena or subpoena duces tecum issued
from the circuit court or a refusal to testify in the circuit court.

17.13. Ewvidence.

17.13.a.  All witnesses appearing at the hearing shall testify under oath or affirmation. Every
adverse party has the right of cross-examination of witnesses who testify, and has the right to submait rebuttal
evidence.

17.13.b. All relevant and material evidence, including papers, records, agency staff memoranda
and documents in the possession of the State Fire Commission or the State Fire Marshal of which either
party desires to avail himself or herself, may be offered and made a part of the record in the case.

17.13.c.  Imrelevant, immaterial, or unduly repetitious evidence shall be excluded by the e
Comnnssion hearing examiner. Except as otherwise in this section, the rules of evidence as applied in civil
cases in the circuit courts of this state shall be followed in considering the admissibility of evidence.
However, when necessary to ascertain facts not reasonably susceptible of proof under those rules,
reasonably authenticated evidence not admissible under those Rules may be admitted, except where
precluded by the W. Va. Code or privilege, if it is of a type commonly relied upon by reasonably prudent
persons in the conduct of their affairs.

17.14. Record of Proceedings. -- All of the testimony, evidence and rulings on admissibility of

evidence at any hcarmg shall be recorded by a ccrtlﬁcd court rcportcr or electronic means. An-effieial

the-hearing 5 z —A transcript shall only be prepared

1f thc Commlsswns ﬁnal dec1510n 18 appealed The cost of the transcript shall be paid by the party
requesting it.

17.15. Informal Disposition. -- At any stage of the proceedings, informal disposition may be made
of any contested case by stipulation, agreed settlement, consent order, or default.

17.16. Decision by the S-tate—Fﬁe—Gefﬂﬂﬂssm hearmg examiner. -- Upon the conclusion of the
hearing, the person = a6 hearing examiner shall prepare a decision
supported by fmdmgs of fact and conclusions of law afﬁrmmg, modlfymg, or vacatmg thc carlier ordcr or
dcmsmn of thc State FII'C Marshal. 3 it = e d

: : d ] : The 91=€1-6-1= dcmsmn 51gncd
by the St-ate—F-lfe—Geiﬂm-lss—}eﬂ hearmg examiner shall be ﬁnal unless Vacated or modified upon judicial

review thereof. A copy of the order shall be served on all parties to the hearing and all attorneys of record,
if any, in person or by certificd mail, return receipt requested.

17.17. Judicial Review. -- The petitioner or b¥ the State Fire Marshal may appeal the Commisston's
hearing examiner’s decision to the circuit court of the county where the premises are located, if the appeal
18 filed within thirty (30) days after the date upon which party was served with a copy of the final erderes
decision of the State Fire-Commisston hearing examiner. The final erder decision signed by the State Kire
Comamssion hearing examiner is final if the proceedings for judicial review are not instituted within the
said thirty (30) day period.

28



87CSR1

§87-1-18. Exemption for agricultural purposes.

18.1. If a property owner or other responsible party claims exemption from the State Fire Code based on
the agricultural purposes exemption identified in subsection 1.6 of this rule. he or she shall submiti the

question to the Commissioner of Agriculture for a determination of eligibility.

18.2. The property owner or responsible party shall submit to the Commissioner of Agriculture sufficient

information to allow the Commissioner to determine the primary use of the property. This information shall
include, but 1s not limited to, the location of the property and buldings, the types of agncultural use or uses.

the percentage or frequency of use. and anv other information that the Commissioner requires to make a
decision.

18.3. The Commuissioner of Agriculture shall provide a copy of his or her decision to the property owner or
responsible party, and to the State Fire Marshal.
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Appendix A
NFPA 1 Fire Code 2021 edition

NFEPA 2. Hvdrogen Technologics Code, 2016 edition

NFPA 4. Standard for Inteprated Fire Protection and Life Safety Svstem Testing, 2018 edition

NFPA 10, Standard for Portable Fire Extincuishers. 2018 edition.

NFPA 11, Standard for Low-, Medium-. and High-Expansion Foam. 2016 edition

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems. 2015 edition

NFPA 12A. Standard on Halon 1301 Fire Extinguishing Systems. 2015 edition.
NFEPA 13, Standard for the Installation of Sprinkler Svstems. 2016 edition.

NEFPA 13D, Standard for the Installation of Sprinkler Systems in One- and Two-Family Dwellings and
Manufactured Homes. 2016 edition.

NFPA 13R. Standard for the Installation of Sprinkler Systems in Low-Rise Residential Occupancies,
2016 edition.

NFPA 14, Standard for the Installation of Standpipe and Hose Systems. 2016 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protection, 2017 edition.

NFPA 16. Standard for the Installation of Foam-Water Sprinkler and Foam-Water Spray Systems, 2015
cdition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems. 2017 edition.

NFPA 17A. Standard for Wet Chemical Extinguishing Systems. 2017 edition.
NFPA 20. Standard for the Installation of Stationary Pumps for Fire Protection, 2016 edition.

NFEPA 22, Standard for Water Tanks for Private Fire Protection, 2013 edition.

NFPA 24, Standard for the Installation of Private Fire Service Mains and Their Appurtenances. 2016
edition.

NFPA 25, Standard for the Inspection. Testing, and Maintenance of Water-Based Fire Protection
Svstems. 2017 edition.

NFPA 30. Flammable and Combustible Liquids Code, 2018 edition.
NFPA 30A., Code for Motor Fuel Dispensing Facilities and Repair Garages., 2018 edition.

NFPA 30B. Code for the Manufacture and Storage of Acrosol Products, 2015 edition.

NFPA 31, Standard for the Installation of Cil-Burning Equipment, 2016 edition.

NFPA 32 Standard for Drycleaning Facilities. 2016 edition.

NFPA 33, Standard for Spray Application Using Flammable or Combustible Materials. 2016 edition.
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NFPA 34. Standard for Dipping, Coating. and Printing Processes Using Flammable or Combustible
Ligquids. 2015 edition.

NFPA 35. Standard for the Manufacture of Organic Coatings, 2016 edition.

NFPA 36. Standard for Solvent Extraction Plants, 2017 edition.

NFPA 37, Standard for the Installation and Use of Stationary Combustion Engines and Gas Turbimes,
2018 edition.

NFEPA 40, Standard for the Storage and Handling of Cellulose Nitrate Film, 2016 edition.

NFPA 45. Standard on Fire Protection for I.aboratories Using Chemicals. 2015 edition.

NFPA 51. Standard for the Desien and Installation of Oxyveen—Fuel Gas Systems for Welding, Cutting,
and Allied Processes, 2018 edition.

NFPA 51R. Standard for Fire Prevention Durine Welding, Cutting, and Other Hot Work, 2014 edition.

NFPA 52. Vehicular Natural Gas Fuel Systems Code, 2016 edition.

NFPA 54/ANSI 7Z223.1. National Fuel Gas Code, 2018 edition.

NFPA 55, Compressed Gases and Crvogenic Fluids Code, 2016 edition.

NFPA 56, Standard for Fire and Explosion Prevention During Cleaning and Purging of Flammable Gas
Piping Svystems. 2017 edition.

NFPA 58, Ligquefied Petroleum Gas Code, 2017 edition.

NFEPA 59, Utility LP-Gas Plant Code, 2018 edition.

NFPA 59A. Standard for the Production, Storage, and Handling of Liguefied Natural Gas (LNG). 2016
edition.

NFPA 61. Standard for the Prevention of Fires and Dust Explosions in Aericultural and Food Processing
Facilities, 2017 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Ventine, 2013 edition.

NFPA 69. Standard on Explosion Prevention Systems, 2014 edition

NFPA 70®. National Electrical Code® . 2017 edition.

NFPA 72®. National Fire Alarm and Signaling Code., 2016 edition.

NFPA 75, Standard for the Protection of Information Technology Equipment., 2016 edition.
NFPA 76. Standard for the Fire Protection of Telecommunications Facilities, 2016 edition.

NI'PA 80, Standard for Fire Doors and Other Opening Protectives, 2016 edition.

NFPA 82, Standard on Incinerators and Waste and I.inen Handling Systems and Equipment, 2014 edition.
NEPA 85, Boiler and Combustion Systems Hazards Code. 2015 edition.

NFPA 86. Standard for Ovens and Furnaces., 2015 edition.
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NFPA 88A. Standard for Parking Structures. 2015 edition.

NFPA 90A. Standard for the Installation of Air-Conditioning and Ventilating Svstems., 2018 edition.

NEFPA 90B. Standard for the Installation of Warm Air Heating and Air-Conditioning Systems. 2018
edition.

NFPA 91. Standard for Exhaust Systems for Air Conveving of Vapors. Gases, Mists. and Particulate
Solids., 2015 edition.

NFPA 92, Standard for Smoke Control Svstems. 2015 edition.

NFPA 96. Standard for Ventilation Control and Fire Protection of Commercial Cooking Operations, 2017
edition.

NFPA 99, Health Care Facilities Code, 2018 edition.

NFPA 99R. Standard for Hypobaric Facilities, 2018 edition.

NFPA 101®. Life Safety Code®, 2021 edition.

NFPA 102, Standard for Grandstands., Folding and Telescopic Seating. Tents. and Membrane Structures.
2016 edition.

NFPA 105, Standard for Smoke Door Assemblies and Other Opening Protectives. 2016 edition.
NFPA 110. Standard for Emergency and Standby Power Svystems, 2016 edition.

NFPA 111, Standard on Stored Electrical Energy Emergency and Standby Power Systems. 2016 edition.

NEPA 115, Standard for Laser Fire Protection, 2016 edition.

NFPA 122, Standard for Fire Prevention and Control in Metal/Nonmetal Mining and Metal Mineral
Processing Facilities, 2015 edition.

NFPA 130. Standard for Fixed Guideway Transit and Passenger Rail Systems. 2017 edition.

NFPA 140, Standard on Motion Picture and Television Production Studio Soundstages, Approved
Production Facilities. and Production Locations. 2013 edition.

NFPA 150, Standard on Fire and Life Safetv in Animal Housing Facilities, 2016 edition.

NFPA 160, Standard for the Use of Flame Effects Before an Audience. 2016 edition.

NFEPA 170, Standard for Fire Safety and Emergency Svmbols. 2015 edition.

NFPA 204, Standard for Smoke and Heat Venting, 2015 edition.

NFPA 211, Standard for Chimneys, Fireplaces, Vents. and Solid Fuel-Burning Apphances. 2016 edition.
NFPA 220. Standard on Tvpes of Building Construction, 2018 edition.

NFPA 221, Standard for High Challenge Fire Walls. Fire Walls. and Fire Barrier Walls. 2018 edition.
NEPA 232, Standard for the Protection of Records, 2017 edition.

NFPA 241, Standard for Safepuarding Construction. Alteration. and Demolition Operations. 2013 edition.
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NFPA 251, Standard Methods of Tests of Fire Resistance of Building Construction and Materials. 2006
cdition.

NFPA 252, Standard Methods of Fire Tests of Door Assemblies. 2017 edition.

NFPA 253, Standard Method of Test for Critical Radiant Flux of Floor Covering Systems Using a
Radiant Heat Energy Source, 2015 edition.

NFPA 257, Standard on Fire Test for Window and Glass Block Assemblies. 2017 edition.

NEPA 259, Standard Test Method for Potential Heat of Building Materials, 2013 edition.

NFPA 260. Standard Methods of Tests and Classification System for Cigarette Ienition Resistance of
Components of Upholstered Furniture, 2013 edition.

NFPA 261, Standard Method of Test for Determining Resistance of Mock-Up Upholstered Furniture
Material Assemblies to Ienition by Smoldering Cigareties, 2013 edition

NFPA 265, Standard Methods of Fire Tests for Evaluating Room Fire Growth Contribution of Textile or
Expanded Vinyl Wall Coverings on Full Height Panels and Walls, 2015 edition.

NEPA 286, Standard Methods of Fire Tests for Evaluating Contribution of Wall and Ceiling Interior
Finish to Room Fire Growth, 2015 edition.

NFEPA 288, Standard Methods of Fire Tests of Horizontal Fire Door Assemblies Installed in Horizontal
Firc Resistance—Rated Assemblics. 2017 edition.

NEPA 289. Standard Method of Fire Test for Individual Fuel Packages, 2013 edition.

NFPA 301, Code for Safety to Life from Fire on Merchant Vessels. 2018 edition.

NFPA 302, Fire Protection Standard for Pleasure and Commercial Motor Craft, 2015 edition.

NFEPA 303, Fire Protection Standard for Marinas and Boatvards. 2016 edition.

NFPA 307, Standard for the Construction and Fire Protection of Marine Terminals. Piers. and Wharves,
2016 edition.

NFPA 312, Standard for Fire Protection of Vessels Durine Construction, Conversion. Repair, and Lay-
Up, 2016 edition.

NFEFPA 318, Standard for the Protection of Semiconductor Fabrication Facilities, 2018 edition.

NFPA 326, Standard for the Safeguarding of Tanks and Containers for Entry, Cleaning, or Repair, 2015
edition.

NFPA 385, Standard for Tank Vehicles for Flammable and Combustible Liquids. 2017 edition.

NFPA 400, Hazardous Matenals Code, 2016 edition.

NEPA 403, Standard for Aircraft Rescue and Fire-Fighting Services at Airports. 2018 edition.

NFPA 407, Standard for Awrcraft Fuel Servicmge, 2017 edition.

NFPA 408, Standard for Aircraft Hand Portable Fire Extineuishers, 2017 edition.
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NFPA 409, Standard on Aircraft Hangars. 2016 edition.

NFPA 410, Standard on Aircraft Maintenance, 2015 edition.

NFPA 415, Standard on Airport Terminal Buildings. Fueling Ramp Dramage. and Loading Walkways.
2016 edition.

NFEFPA 418, Standard for Heliports, 2016 edition.

NFPA 423. Construction and Protection of Aircraft Engine Test Facilitics. 2016 edition.

NFPA 484, Standard for Combustible Metals. 2018 edition.

NEPA 495, Explosive Materials Code, 2013 edition.

NFPA 498. Standard for Safe Havens and Interchange Lots for Vehicles Transporting Explosives. 2013
edition.

NFPA 501, Standard on Manufactured Housing, 2017 edition.

NFPA 501A. Standard for Fire Safety Criteria for Manufactured Home Installations. Sites, and
Commumnities, 2017 edition.

NFPA 502, Standard for Road Tunnels. Bridges., and Other Limited Access Highways., 2017 edition.

NFPA 503, Fire Safety Standard for Powered Industnial Trucks Including Type Designations, Areas of
Use, Conversions, Maintenance, and Operations., 2013 edition.

NIFPA 601, Standard for Security Services in Fire Loss Prevention, 2015 edition.

NFPA 652, Standard on the Fundamentals of Combustible Dust. 2016 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explosions from the Manufacturing, Processing,
and Handling of Combustible Particulate Solids. 2017 edition.

NFPA 655, Standard for Prevention of Sulfur Fires and Explosions. 2017 edition.

NFPA 664, Standard for the Prevention of Fires and Explosions in Wood Processing and Woodworking
Facilities. 2017 edition.

NFPA 701, Standard Methods of Fire Tests for Flame Propagation of Textiles and Films, 2015 edition.

NFPA 703, Standard for Fire Retardani—Treated Wood and Fire Retardant Coatings for Building
Materials, 2018 edition.

NFPA 704, Standard System for the Identification of the Hazards of Materials for Emergency Response,
2017 edition.

NFPA 720. Standard for the Installation of Carbon Monoxide (CQO) Detection and Waming Equipment,
2015 edition.

NFPA 731, Standard for the Installation of Electronic Premises Securnity Systems, 2017 edition.

NFEFPA 750, Standard on Water Mist Fire Protection Systems. 2015 edition.

NFPA 780. Standard for the Installation of Lightning Protection Systems. 2017 edition.
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NFPA 801, Standard for Fire Protection for Facilities Handling Radioactive Materials, 2014 edition.

NFPA 804, Standard for Fire Protection for Advanced Light Water Reactor Electric Generating Plants.
2015 edition.

NFPA 8035, Performance-Based Standard for Fire Protection for Light Water Reactor Electric Generating
Plants., 2015 edition.

NFPA 820. Standard for Fire Protection in Wastewater Treatment and Collection Facilities. 2016 edition.

NEPA 909, Code for the Protection of Cultural Resource Propertics — Museums, Libraries. and Places of
Worship., 2017 edition.

NFEFPA 914, Code for Fire Protection of Historic Structures, 2015 edition.

NFPA 1031. Standard for Professional Qualifications for Fire Inspector and Plan Examiner, 2014 edition.

NFPA 1122, Code for Model Rocketry, 2018 edition.

NFPA 1123. Code for Fireworks Display, 2018 edition.

NFPA 1124, Code for the Manufacture. Transportation, and Storage of Fireworks and Pyrotechnic
Articles, 2006 edition.

NEFPA 1125, Code for the Manufacture of Model Rocket and High Power Rocket Motors., 2017 edition.

NFPA 1126. Standard for the Use of Pyrotechnics Before a Proximate Audience, 2016 edition.

NFPA 1127. Code for High Power Rocketry, 2018 edition.

NEFPA 1141. Standard for Fire Protection Infrastructure for Land Development in Wildland., Rural, and
Suburban Areas, 2017 edition.

NFPA 1142, Standard on Water Supplies for Suburban and Rural Fire Fighting, 2017 edition.
NFPA 1144, Standard for Reducing Structure Ienition Hazards from Wildland Fire, 2018 edition.

NFPA 1192, Standard on Recreational Vehicles, 2018 edition.

NFPA 1194. Standard for Recreational Vehicle Parks and Campgrounds, 2018 edition.

NFPA 1221. Standard for the Installation, Maintenance, and Use of Emergency Services Communications
Systems, 2016 edition.

NFPA 1730. Standard on Organization and Deployvment of Fire Prevention Inspection and Code
Enforcement. Plan Review, Investigation, and Public Education Operations. 2016 edition.

NFPA 1901. Standard for Automotive Fire Apparatus. 2016 edition.

NFPA 1906, Standard for Wildland Fire Apparatus. 2016 edition.

NFPA 1925, Standard on Marine Fire-Fighting Vessels, 2013 edition.
NEPA 1963, Standard for Fire Hose Connections., 2014 edition.

NFPA 2001. Standard on Clean Agent Fire Extinguishing Systems. 2015 edition.
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NFPA 2010. Standard for Fixed Aerosol Fire Extinguishing Systems. 2015 edition.

NFPA 2113, Standard on Selection, Care, Use, and Maintenance of Flame-Resistant Garments for
Protection of Industrial Personnel Against Short-Duration Thermal Exposures from Fire, 2015 edition.
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